
8H GTE

WEIGHT 22 t 10,3 / 11 M190 KN291 HP214 KWENGINE
POWER

CRANE
OPTIONS

TRACTIVE 
EFFORT

LOGSET 8H GTE
DIMENSIONS

Own weight, from 22 000 kg (48 500 lbs)

ENGINE

Type AGCO Power 74 LFTN

Stage EPA Tier 4 final, EU Stage V

Power at 1850 rpm 214 kW (291 hp)

Torque at 1500 rpm 1280 Nm (940 ft lb)

Fuel tank, net 495 l (131 US gal)

DEF 40 l (10 US gal)

TRANSMISSION

Type Hydrostatic mechanical

Tractive effort 190 kN (42 700 lbf )

Gear box 2 gears

HYDRAULIC SYSTEM

Flow 1000 rpm 210 l/min (55 US gal, standard)
190 + 140 l/min (50 + 37 US gal, 
optional)

Hydraulic oil tank, net 305 l (81 US gal)

CABIN

Control system TOC 2

Measuring device TOC-MD 2

Battery voltage 24 V

Option: Smooth HIFI.

Safety tested and approved cabin

TYRES

Front 710/45-26.5 (600/55-26.5, 
800/40-26.5 optional)

Rear 710/45-26.5 (600/55-26.5, 
800/40-26.5 optional)

CRANE

Mesera crane options Mesera 241 H (Mesera 221 H 
optional)

Reach options 10,3/11,1 m (33.8/36.4 ft)

Lifting capacity 240 kNm (177 000 ft·lb)

HARVESTER HEADS

Model options TH55, TH65, TH75

OPTIONAL EQUIPMENTS

Contact your local dealer for more information.
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